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Aus dem Inhalt
	GPRS Network Parameters
Reference IP login Password RADIUS APN_required APN_name APN_can_be_left_out Primary_DNS Secondary_DNS Description
Please enter IP address. (Enter address or write dynamic) Please enter the login name ([login name]) Please enter the password for the login ([password]) Please enter name of the RADIUS protocoll used. (Enter either CHAP or PAP or MSCHAP) Is an APN required? (Enter yes or no) If APN is required: Please enter name of APN ([name]) If APN is required: Please answer, if APN-name can be left out? (yes or no) Please enter primary DNS (IPaddress or dynamic) Please enter secondary DNS (IPaddress or dynamic)
T-D1 Germany dynamic any (e.g. t-d1) any (e.g. gprs) PAP yes internet.t-d1.de yes 193.254.160.1
D2 Germany dynamic   CHAP yes volume.d2gprs.de no 139.7.30.125 139.7.30.126
Refer to the last page for an introduction of how to modify the settings according to your operators needs! For the latest set of parameters ask your operator.
for pbk File:
Country(TAPI Number) Provider Name Telephone Number
mandatory mandatory mandatory
49 T-D1 *99***1#
49 D2 *99***1#
for S45.INI:
[PROVIDER_NAME] IP_ADDRESS= IP_HEADERCOMP= DNS_PRIMARY= DNS_SECONDARY= AT_INIT_1= AT_INIT_2= USERNAME= PASSWORD=
mandatory
T-D1 0 193.254.160.1
D2 1 139.7.30.125 139.7.30.126 AT+CGQREQ=1,3,4,3,7,31
AT+CGDCONT=1,"IP","volume.d2gprs.de"
QoS APN
AT+CGQREQ=1,3,4,3,0,0
AT+CGDCONT=1,"IP","internet.t-d1.de"





